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Address KVG Enterprises Pvt. Ltd. 
B-43, Sector -2  
U.P. 
201301 Noida

Country India

PRODUCTS OR MACHINERY
We are a leading supplier of Container Glass Moulds, Spares Parts and Variables for IS machines.

MACHINE CENTRE - 4¼” D.G. Machine :-

 

A.   Inserts:

      I.     Dia 4?” Centre Mounted Standard

      II.    Dia 4?” Centre Mounted 1½” Off set

      III.   Dia 3” Centre Mounted Standard

      IV.   Dia 3?” Centre Mounted Standard

      V.    Dia 3 /8” Centre Mounted Standard

      VI.   Dia 4?” Upper for Double Deck

      VII.  Dia 5” Lower for Double Deck

 B.   Mold Holder:

                                     I.    4¼” DG 

C.   4¼” D.G. 70mm Neck Ring Arms

D.   4¼” D.G. Funnel Arms Quick Change type            

    I.      Dia 3¼”

    II.    Dia 3½”          

E.    4¼” D.G. Light Weight Blow Head Arm (Fabricated). 

F.   Quick Change Cartridge for Take Out Tong 

 MACHINE CENTRE -  4¼” S.G. Machine :-

 A.   Inserts:

      I.    Dia 4?” Centre Mounted Standard

      II.   Dia 3?” Centre Mounted Standard

      III.  Dia 3?” Centre Mounted Standard

      IV.  Dia 3” Centre Mounted Standard

 

B.  Mold Holder – No. 2, 3 and 4

C.   Neck Ring Arm – Standard & Offset
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MACHINE CENTRE - 5” D.G. Machine :-

 A.   Inserts:

      I.  Dia 4?” Upper Insert

      II.  Dia 5?” Upper Insert (scissor and non scissor)

      III.  Dia 5?” Lower Insert (scissor and non scissor reversible type)

      IV.  Dia 6” Lower Insert (scissor and non scissor reversible type)

      V.   Dia 4?” Centre Mounted.

     VI.  Dia  4?”  Insert Centre Mounted 1½” Offset.

B.   Mold Holders (scissor and non scissor type):

       I.   No. 1 Blow & Blank (Emhart and Maul type)

       II.  No. 2 Blow & Blank (Emhart and Maul type)

       III.  No. 3 Blow & Blank (Emhart and Maul type) 

C.   Neck Ring Arms:

       I.   70mm Straight Type

       II.  70mm Off set Type

D.   Funnel Arm Quick Change Type:

        I.   Dia 3¼”

        II.  Dia 3½”

E.    Light Weight Blow Head Arm (Fabricated)

 

MACHINE CENTRE - 3” T.G. Machine :-

 A.   Neck Ring Arm - 76mm & 3” T.G. Neck Ring Arm

 

 SPARES :-

 

A.    Z - Type Connecting Link

B.    Connecting Link (CTR 2”, 2 /32”, 2 /16”, 2?”)

C.    Link Pins

D.    Insert Pins

E.     Mold Holder Bushes

F.     Mold Holder Thrust Washers

G.   Neck Ring Holder T Lock and Knobs

H.   Shoulder Screw

I.       Floating Pins

J.      Mold Holder Mounting Parts

K.    08 Type Lock Ring

L.     Y - Link

M.   Distributor Plates

N.   Spacer Rings
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O.   Tong Head Cartridge

 

A.    S.G. Funnel Ring Arm for 4¼” machine

B.    4¼” & 5” Baffle Arms

C.    4¼” & 5” Blow Head Arms

D.    Take Out Tong Head
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